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512 33-led series

•  Threaded body for panel   

 thicknesses 0.5-3.5mm,   

 panel cut-out 

 6.5mm diameter

•  3.2mm LED with pin   

 termination, anode pin 

 cut short

•  Chrome plated brass body/ 

 bezel, supplied with nut and  

 shakeproof washer

•  Red, green, amber, and 

 blue lens colour options 

 as standard

•  Maximum working   

 temperature 80°C

  type no.

515 Series Indicator

Lens Type

Pin termination

LED, anode pin cut short

Transparent lens

Lens colour Red

Lens colour Green

Lens colour Amber

Lens colour Blue
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512 xxx1 13 - - t /led

513 34-led series

•  Threaded body for panel   

 thicknesses 0.5-3.5mm,   

 panel cut-out 

 8.0mm diameter

•  5.0mm LED with pin   

 termination, anode pin 

 cut short

•  Chrome plated brass body/ 

 bezel, supplied with nut and  

 spring washer

•  Red, green, amber, and   

 blue lens colour options 

 as standard

•  Maximum working   

 temperature 80°C

  type no.

515 Series Indicator

Lens Type

Pin termination

LED, anode pin cut short

Transparent lens

Lens colour Red

Lens colour Green

Lens colour Amber

Lens colour Blue
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513 xxx1 13 - - t /led
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